












0-127 Undulating Image (Up & Down) 
Ch 7 128~255 Automatic Undulating Image Up & Down 

(Speed Adjustable Slow to Fast) 
0~7 Full Scan Speed  Ch 8 8~255 Erase & Redraw Image (8=Fast & 255=Slow) 

Ch 9 0~255 Scan Speed (0=Fast &255=Slow) 
Ch 10 0~255 Brightness (0=Full & 255=Dim) 

0~51 Green  
52~103 Red  
104~155 Yellow 
156~207 Red, Green & Yellow (Broken Lines) 

Ch 11 

208~255 RGY Colour Chase 
 
 
SOUND ACTIVE MODE 
 
This unit can be run in Sound Active Mode.  In Sound Active Mode the unit will 
change pattern and movement to the beat of the music.   
 
SOUND ACTIVE SETTINGS 
 

1. To select Sound Active Mode, DMX dip switch 10 must be set to the on 
position.   

 
MASTER SLAVE MODE 
 
This unit can be run in Master Slave Mode.  In Master Slave Mode one unit will 
be the master and all units set to Slave Mode will follow the Master patterns and 
movement. 
 
MASTER SLAVE SETTINGS 
 
To select Master Slave Mode you need to set up the DMX dip switches.   
 

1. Set Dip Switch 10 to the on position on Master unit 
2. Set Dip Switches 1 to 10 to the off position for Slave Unit(s) 
3. Connect XLR Cable to output of Master Unit and then to the input of the 

slave unit. 
 

You can connect up to 8 Slave units to one Master. More units may be 
connected but it will depend on the distance between Master & Slave units.   

 




